STAINIESS STEEL BALL & SOCKET CLAMPS

Made of stainless steel Pinch clamps for use with Ball & Socket clamps. All sizes have screw
locking devices except sizes 12WO0S and 18WOS.

Part No. Size Fits Joint No. Otv/Pk
20112 WOS 12 12/1to12/g 1z
20118WOS 15 18/7to 18/9 12

20112W5S 12 12/1to12/g 12

20118W5 16 18/7 to 18/0 12

20128WS =28 o6/11to 25/15 ]

20135W3 35 35/20t0 35/25 12

20140W5 40 qo0/25 12

20150W5 5O 50/30 )

20165 W5 65 bg/q0 )

20275WS 75 75/50 o

31330 SPRINGS, STAINLESS STEEL *

Stainless Steel Springs with eyeletted ends for use with § Joints.

Code No Length Code No Length
DS-292 % DS-298 1-1/2"
DS-294 i DS-300 2 31330
DS-296 17

31340 LEASHES, STAINLESS STEEL SPRING *

Available in five sizes. Please specify when ordering.

Code No. _Size Code No. Size
DS-120ES . Extra Small DSs-120L Large
DS-120S - Small DS-120EL Extra Large - 31340

DS-120M Medium




PLASTIC JOINT CLIPS - KECK*®
Made of plastic for use on standard taper glass joints. Color coded for easy size identification.

FOR STANDARD TAPER JOINTS (anv length)

Part No. Description Otv/Pk
203110 Clips, size 10, green 10
203112 Clips, size 12, violat 10
203114 Clips, size 14 yellow 10
203110 Clips, size 10, blue 10
203124 Clips, size 24, green 10
203120 Clips, size 20, red 10
203134 Clips, size 54, orange 10
203140 Clips, size 40, gold 10
FOR BAIT & SOCEET JOINTS

Part No. Description Otv/Pk
203213 Clips, size 13, violet 10
203210 Clips, size 10, blue 10
203229 Clips, size 20, red 10

203235 Clips, size 35, orange 10




Heating Mantles = Series TM Mantles

Aluminum Housed Mantles

Rigid housing provides strength and durability while supporting the weight of the vessel

Fabric interior to softly nest glass vessels and reduce the chance of thermal shock

Adaptable to most vessels including larger sizes

Withstands 450°C internal operating temperature (650°C for Series STM), enough power for most
applications

Can be adapted to special applications with custo

m sizes, bottom holes, and special electrical

devices

Feet on smaller sizes designed to provide stability and promote cooler exterior temperatures

Series TM Mantles

SPHERICAL FLASK MANTLE

The Series T spherical flask mantle covers
omly the flask’s bodtom half, letting you sce
its full contents. Lavger sizes have multiple
circuils for ease of lemperature control when
a flask is less than half full. Splash Guards
cam be used with TM102 through TMI17.
Poncho Safety Shields can be used with sizes
SO0l (TR 106) and larger. For heating and
insulating tops, see page 22,
Speciflications
Cerlification: All 115-voll items are C3A
certified, Th 122 also CSA certified.
Electrical: TM%4 through Th 118 detachable
4-ft., 3-wire cord and locking connecior,
ThA120 and T 122-terminal box.

S
Options
Series TM mantles are available with a
bottom hole for flosk drain.

Terminal box mosdels are availakle with
switches and palot lights,

TM 106 through TR 122 availuble sealed and
with incrt gas purge fiting.

Accessories
Following are recommended accessories:

Poncho Safety Shiclds - page 14,
Splash Guards - page 15.

Heating tops - page 21,
Heatimg mainiles and dapes neiisr be ogrenmed
threurgl o power contred - see pages 2914,

Catalog Flask Max. Flask Inside Outside
Number Capacily Diameter Watts Depth Diameter
115 volt {mil) {mm} {in) {in)
1008 ThS4 - 50 48 &0 B4 6.25 413 2.2
1008 TM96 1008 TMaT 100 &0 80 1.149 6.25 413 2.2
1008 TMB3B 1008 Th99 125 70 an 1.28 B.25 4.13 22
1008 TM100 1008 ThM101 200 76 100 1.50 6.25 4.13 2.2
1008 TM102 1008 ThA103 250 83 180 1.63 6.25 4.75 2.5
1008 TM104 1006 TM105 300 86 180 1.69 6.25 4.75 2.5
100B TM106 1008 TM107 500 101 270 2.00 6.25 5.00 2.5
1008 TM108 1008 Th109 1,000 130 380 2.56 7.50 5.00 3.0
100B TM110 1008 TM111 2,000 170 500 3.38 10.00 6.00 4.7
1008 TM112 1008 TM113 3,000 183 500 360 10.00 6.00 4.7
1008 TM114 100B TM115 5,000 220 GO0 4,31 12.00 7.00 6.2
1008 TM116 1008 TM117 12,000 293 2&650 577 16.50 9.00 15.0
1008 TM118 1008 TM119 22,000 347 2@TT0 681 18.00 10.00 18.8
1008 TM120 100B TM121 50,000 456 381,000 B.98 24.00 13,00 41.0
1008 TM122 72,000 522 242,000 10.19 26.00 14,00 44.0

# 200 vl stof availebde in this size. WARNING: chemical spillage, overbemiing, overtpading, ood general misvse will greatly redice the sel viee lifie.

CF units avvitafle comnver Clfas-Col.




Heating Mantles - Series TM Maniles

GRIFFIN BEEAKER MANTLES
The Series TM Griffin beaker mantle has a
resilient amd pliable interior to cradle fragile
beakers. Heat is concentrated at the bottom
s even small liquid velumes can be heated.

Specifications

Certification: All 115-volt items are CSA
cenified,

Electrical: Detachable 4-ft., 3-wire cord and
locking connector,

How to order

Specify catalog number corresponding to
flask manufacturer and Mask size. Consult
factory for mantles to fit tall-form Griffin
tezakers.

Catalog Catalog Beaker Beaker Inside Outside Outside Preduct
Number Number Capacity Diameter Depth Watts Diameter Height Waeight
115 volt 230 valt [all] (im) {in) {im) (i) (lbs)
1008 TME10 1008 TMET1 GO0 3.56 3.75 325 5.25 5.50 2.8
1008 TME12 100B TME13 8O0 3.88 4.25 350 7.50 6.00 3.6
1008 TME14 1008 TME15 1,000 4.25 4,50 430 7.50 6.00 3.8
1008 TME16 100B TME17 2,000 5.13 6.00 550 8.00 8.00 5.0
1008 TME18 1008 TME1S 3,000 5.75 6,50 30 8.00 8.00 5.0
1008 TME20 100B TMEZ1 4,000 6.38 8.00 710 89.00 10.00 5.4

WARNING: cheurical spilloge. overheating, everlonding, arnd general milsvse will greaily reduce the service life

i
RESIN REACTION FLASK MANTLES @
The Series TM resin reaction flask mantle Specifications

provides even heat distribution o prevent
scorching of clear resinous material, One-
circuit heat input simplifies temperature
contrel.

d tapes amst be operafed
warerl - Eee puges 2924,

Certification: All 115-valt items are CS5A
certified.

Elecirical: Detachable 4-ft., 3-wire cord and
locking connector.

Catalog Catalog Flask Max. Flask  Mantle Outside  Outside  Product
Number MNumbaer Capacity Diameter Depth Watts  Diameter Hedght Weight
115 volt 230 volt {ml) {in) {in) {in} {in} (lbs)
For Kentes Glass K-12000
1008 TME08 1008 TM509 500 4.5 3.00 200 75 5.0 2.9
100B TM512 100B TM513 1,200 4.5 4.50 270 7.5 7.0 3.6
~ 100B TMS14 100B TM515 1,500 4.5 6.63 330 7.5 2.0 4.3
100B TM516 1008 TMS17 2,000 4.5 7.50 400 7.5 2.0 4.5
1008 TM518 1008 TM519 3,000 4.5 11.00 GO0 7.5 13.0 58
For Ace Glaszs 6476, 6477, and 6497; Lab Glass LG-38010 and LG-8011; Reliance Glass R=4505 aud R-4510
1008 TMEED 1008 TM&G1 500 4.63 2.50 250 7.5 5.0 3.0
1008 TMS562 1008 TMEE3 1,000 4.63 5.63 300 75 7.5 a7
1008 TM5G4 100B TMEES 1,500 4.63 563 380 7.5 9.0 38
1008 TM5EE 1008 TMSE7 2,000 4.63 8.88 450 7.5 11.0 4.8
100B TM5EE 100B TMEGD 3,000 4.63 10,00 600 7.5 12.0 B.0
o f_-'ilr_{{_-_'ﬁﬂi_t_'_;r.!xf.__f.‘m-ur'r_l’u 6947, and Kimble 33700
100B TM5TO 1008 TM5T1 500 375 4.50 270 7.5 6.5 37
1008 TM572 1008 TMETS 1,000 426 5.25 335 7.5 7.0 37
1008 TM5TE 1008 TMS77 2,000 5.50 5.00 470 0.0 8.0 49
100B TM578 1008 TM579 3,000 5.50 9.00 550 8.0 11.0 6.0
1008 TMSB0 1008 TM581 4,000 5.50 11.00 750 8.0 13.0 6.8




Heating Mantles - Series TM Mantles

METAL BEAKER MANTLES
This heating mantle can heat metal beakers Certification: All 115-volt items are CSA
safely and efficiently. Inner glass-fabric certified.

lnyers prevent contact of heating elements
and vessel walls, The mantle is designed for
straight-walled, fat bottom vessels,

Specifications

Hearing mamiles g rapes mist be operated
thrrargh o power ol - fo¢ pages 29-34

Electrical: Detachable 4-ft., 3-wire cord and
locking commector,

Catalog Catalog Beaher Beaker Inside Qutside Oulside Product

MNumber Mumber Capacity Diameter Depth Watts Diameter Height  Weight

115 woll 230 wolt (ml} {in) (i) {in) {im) {Iba)
1008 TME30 1008 TME31 1,200 4.13 4.50 430 7.5 7.00 3.6
1008 TME32 1008 TMEZ3 2,000 4,88 5.50 550 9.0 8,00 5.1
1008 TME34 1008 TME25 3,300 6,13 .00 &30 10.0 8,00 5.4
1008 TME36 100B TME37 4,000 B.50 6.25 700 10.0 8.75 5.8
100B TM&38 100B TME29 5,800 7.25 7.25 710 12,0 950 65
1008 ThME40 1008 TME41 8,000 B.00 8.25 1,000 12.0 11.00 8.5

BUCHMER FUMNEL MANTLES

The Buchner funnel mantle provides

convenient support for funnel and pentle hea

for solutions that must be kept warm during @
transfer. Durable support bracket slides over

mast of ring stand, enabling mantle to be

positicned at any comvenient height above

receiver, Accepts rod up to 172" diameter.
Specifications

Certification: All 115-volt items are C5A
certified.

£ 2 . Buctaer firine! mmanle
Electrical: Detachable 4-ft,, 3-wire cond and Erined dize Buchner firmnel moanile

locking connector,

Catalog Catalog Coors Top Filter Qutside Outside Product
Number Number Catalog  Diameter Size Watts Diameter Height Weight
115 vl 230 volt Number (in) {in} {in} (Is)
For Fixed Plate Buchner Funnel i
1008 TMB08 : 60240 2.63 55 50 5.00 2.75 25
1008 TME10 v 60242 3.50 70 50 6.25 3.25 25
1008 TMA12 " 60243 4.25 90 70 6.25 .50 28
100B TMB14 " 60244 4.94 110 70 7.50 4.00 2.8
100B TM&16 100B TMB17 60245 5.63 124 100 7.50 425 28
100B ThME18 1008 TME19 GO246 6.75 150 220 8.00 4.50 3.5
100B TMB20 100B TM&21 G247 8.38 1B5 300 12.00 5.75 £.9
1008 TME22 100 TMaz3 GO24E 10,63 240 350 14.00 7.00 6.0
Catalog Catalog Disc Inside QOutside Outside Product
Number Number Capacity Diameter Depth Diameter Watts Diameter Height Weight
115 vaolt 230 wolt {ml) {mmj} {in} (im) {im} (i) (Iks)
For Fritted Disc Buchner Funuel
100B TMB32 1008 TME33 150 70 3,00 275 70 5.00 3.50 2.0
1008 Tia34 1008 TMB35 350 a0 4,25 3.50 an 5.25 4.75 26
1008 TME36 1008 TMB37 00 100 4,83 394 170 6.25 5.25 4.8
1008 TME38 1008 TMB33 2,000 140 7.00 550 250 9.00 800 5.0
1008 ThE40 1008 TMa41 3,000 185 B.75 650 300 9.00 9.50 7.2

# 230 vadr mor gvailialle iv these sizes





















































































